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Re�ector LED
300 Watts

Voltaje: AC100 - 277V
Consumo: 300 Watts
Ángulo:  30°, 60º, 90º
Driver: SOSEN(Flicker Free)
Tipo de LED: 3030
Dimerizable: 1-10 DIM
E�ciencia: 150 lm/w
Lumenes: 45,000 lm 
Distorsión armónica: ≤20%
Factor de Potencia: >0.95
Grado de protección: IP66
CRI: ≥ 70a (80Ra)
IK: IK 10
KV: 10
Temperatura de trabajo: -20ºc a 45ºc
Temperatura de almacenamiento: -20ºc a 60ºc

Temperatura de color:

50,000hrs
Luz blanca 6000-6500K

ESPECIFICACIONES

ww



MEDIDAS DE PRODUCTO 

Unidad: mm



CURVA DE DISTRIBUCIÓN DE LUZ



1m 159.71cm18247,30351lx

2m 319.41cm4562,7588lx

3m 479.12cm2027,3372lx

4m 638.82cm1140,1897lx

5m 798.53cm729.9,1214lx

6m 958.24cm506.9,843.1lx

7m 1117.94cm372.4,619.4lx

8m 1277.65cm285.1,474.2lx

9m 1437.35cm225.3,374.7lx

10m 1597.06cm182.5,303.5lx

Height Eavg,Emax DiameterAngle:77.22deg

Flux out:37590 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

CURVA DE DISTRIBUCIÓN DE LUZ



Planar Illuminance Curve
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