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Reflector LED 500w



 
 Die-cas�ng integrated AL casing make faster heat dissipa�on 
 
 45/60/90 Degree lens over 90% light transmi�ng 

 
 99.99% Goldwire 3030 LED chip with low lumen decay 
 
 IP65 driverwith short circuit/over-flow/over-temperature/over-voltage protec�on/flicker Free 

 
 150lm/W, over 90% energy saving 
 
 Lifespan 50,000 hours  
 
 Easy installa�on and low maintenance 
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Advantages



Unit: mm
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Product size



Model  Lt/fl500w

Input voltage AC100-277V 

Power 500W 

Dimming DALI 

PF >0.95 

LED Type 3030 

Beam angle 45°/60°/90° 

Light efficiency 150 lm/W 

luminous 75000 lm

6000K

 

Color Temp 
  

CRI >70 

IP 65 

SPD 10KV 

Working Temp -20°C~45°C 

Storage Temp -40°C~60°C 

Life span 50000h@25°C 

IK  8
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Specification
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Light Distribution Curve

90°° 
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Light Distribution Curve

AAI Figure
 

 

1m 79 68cm.56950 89120lx,

2m 159 36cm.14237 22280lx,

3m 239 04cm.6328 9902lx,

4m 318 73cm.3559 5570lx,

5m 398 41cm.2278 3565lx,

6m 478 09cm.1582 2476lx,

7m 557 77cm.1162 1819lx,

8m 637 45cm.889 8 1393lx. ,

9m 717 13cm.703 1 1100lx. ,

10m 796 82cm.569 5 891 2lx. , .

Height Eavg Emax, DiameterAngle deg: 53.4

Flux out 29205 lm :  
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